(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World Intellectual Property 
Organization 
International Bureau 




(43) Internationa] Publication Date (10) International Publication Number 

Uuly 2004 (01.07.2004) PCT WO 2004/054715 Al 



(51) International Patent Classification 7 : BOIL 3/00, 3/14 

(21) International Application Number: 

PCT/GB2003/005485 

(22) International Filing Date: 

17 December 2003 (17.12.2003) 



(25) Filing Language: 

(26) Publication Language: 
(30) Priority Data: 



English 
English 



0229410.6 



17 December 2002 (17.12.2002) GB 



(71) Applicant (for all designated States except US): MOLEC- 
ULAR SENSING PLC [GB/GB]; 3 Challeymead Busi- 
ness Park, Bradford Road, Melksham SN12 8LH (GB). 

(72) Inventors; and 

(75) Inventors/Applicants (for US only): CLARKSON, John, 



Michael [GB/GB]; Molecular Sensing pic, 3 Challeymead 
Business Park, Bradford Road, Melksham SN12 8LH 
(GB). ANDREWS, David [GB/GB]; Chelsea Technolo- 
gies Group, 55 Central Avenue, West Molesey, Surrey 
KT8 2QZ (GB). 

(74) Agents: BRADY, Paul, Andrew et al.; Abel & Imray, 20 
Red Lion Street, London WC1R 4PQ (GB). 

(81) Designated States (national): AE, AG, AL, AM, AT (util- 
ity model), AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, 
CA, CH, CN, CO, CR, CU, CZ (utility model), CZ, DE 
(utility model), DE, DK (utility model), DK, DM, DZ, EC, 
EE (utility model), EE, EG, ES, FI (utility model), FI, GB, 
GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, KG, 
KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD, MG, 
MK, MN, MW, MX, MZ, NI, NO, NZ, OM, PG, PH, PL, 
PT, RO, RU, SC, SD, SE, SG, SK (utility model), SK, SL, 
SY, TJ, TM, TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, 
YU, ZA, ZM, ZW. 

f Continued on next page] 



(54) Title: SAMPLE VESSEL 



< 

IT) 



o 




(57) Abstract: The invention provides a method of making 
a sample vessel comprising: (a) melting a plastics material 

(b) introducing the molten plastics material into a mold, and 

(c) allowing the plastics material to set in the mold; wherein 
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an internal sample volume of up to lOOul wherein the tubular 
portion comprises a tubular external wall with a thickness of 
from 0.01 to 2mm. 
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